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Sinker Pendant is a beautifully proportioned family of 
pendant ceiling lights with a pure aesthetic character. Made 
from injection moulded ABS, the Sinker Pendant contains 

an acrylic convex diffusor that emits an even and warm 
illumination. The fabric cord is colour matched to the shade 
and has a moulded ceiling cap. The acrylic shade is available 

in two sizes and in a matt black, grey, red or white finish.
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ACCORDION SHADE

SINKER SMALL

Product Weight 1 kg

Dimensions Ø23 x H19 cm 

SINKER CEILING

Product Weight 1 kg

Dimensions Ø23 x H19 cm 

SINKER LARGE

Product Weight 2 kg

Dimensions Ø37.5 x H35 cm 



SINKER

MOUNTING TYPE / Suspension

ENVIRONMENT / Indoor

MATERIAL / Textured ABS, Acrylic, Fabric Cable

LAMP DESCRIPTION / E27–2800K–810lm

SUPPLY / 220-240V AC Mains Power Terminal

INGRESS PROTECTION (IP) / 20

Cord length / 400cm
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LED 2W 210lm 3000K warm white

h(m) E(lx) D(m)
7°

1 7783 0.12
2 1946 0.24
3 865 0.37
4 486 0.49
5 311 0.61

Technical data
Luminous flux of the luminaire 194lm
Connected load 4W
Luminous efficacy 49lm/W
Colour deviation SDCM<2
Colour rendition index CRI>90
Lumen maintenance L80/B10 50000h
LED failure rate 0.1% 50000h
Dimming range 1%-100%
Dimming method PWM
LMF E
Energy efficiency class EEI A++

71001.000 White (RAL9002)
LED 2W 210lm 3000K warm white
Dimmable
Version 4
Spherolit lens, narrow spot

Product description
Cylindrical light head: cast aluminium,
powder-coated. 270° tilt.
Housing: polymer, rotatable on 3-circuit
adapter through 360°.
Electronic control gear, dimmable.
Potentiometer for brightness control.
ERCO 3-circuit adapter: polymer.
LED module: high-power LEDs on
metal-core PCB. SDCM<2. CRI>90. L80/
B10 50000h. Collimating lens made of
optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).
Weight 0.50kg

Mounting
ERCO 3-circuit track
Hi-trac 3-circuit track
1-circuit singlet
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